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A N G L E S  A N D  S T R A P S

Tie Plate Anchor Series

The CDTPA Anchor Series is manufactured to resist 
uplift of the top plate(s) of solid sawn or structural 
composite lumber wall members from solid sawn or 
structural composite lumber wall stud members.

CDTPA4 and CDTPA6 anchors resist upward load 
on nominal 2x4 and 2x6 respectively, solid sawn or 
structural composite lumber walls.

CDTPA4 Installation CDTPA6 Installation

CDTPA4 CDTPA6

M ATERIAL SPECIFIC ATIONS
Gauge: 20ga (33mil)
Design Thickness: 0.0346 inches
Coating: G90 (Z275) hot-dipped galvanized coating
Yield Strength:  Structural Grade 50 Type H (ST50H), 50ksi (340 MPa)

CODE REPORT

• IAPMO ER-0176
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STie Plate Anchor Series (CDTPA)

Product 
Code Gauge

Overall Dimensions (in) Fasteners 
(Quantity on Each Side of Stud)

Allowable Upward Loads (lbs)
Spruce Pine-Fir 

(0.42 Specific Gravity)
Douglas Fir-Larch 

(0.50 Specific Gravity)
Southern Pine 

(0.55 Specific Gravity)Width 
(W)

Height 
(H)

Depth 
(D) Size Quantity Load Duration Factor Load Duration Factor Load Duration Factor

1.00 1.15 1.25 1.60 1.00 1.15 1.25 1.60 1.00 1.15 1.25 1.60

CDTPA4 20 3-9/16 7-9/16 1-1/4

0.131" x 2.5" 2 160 185 200 235 190 215 235 235 205 235 235 235
0.148" x 3.0" 2 155 175 190 245 225 260 275 275 245 275 275 275
0.131" x 2.5" 4 325 330 330 330 330 330 330 330 330 330 330 330
0.148" x 3.0" 4 305 350 385 410 410 410 410 410 410 410 410 410
0.131" x 2.5" 6 485 555 605 775 565 650 705 900 610 700 765 905
0.148" x 3.0" 6 460 530 575 735 680 785 850 965 740 850 925 965
0.131" x 2.5" 8 645 740 805 895 750 865 895 895 815 895 895 895
0.148" x 3.0" 8 615 705 765 960 910 1045 1135 1170 985 1135 1170 1170

CDTPA6 20 5-9/16 8-1/16 1-1/4

0.131" x 2.5" 2 160 185 200 240 190 215 235 240 205 235 240 240
0.148" x 3.0" 2 155 175 190 245 225 260 285 345 245 285 310 345
0.131" x 2.5" 4 325 370 405 515 375 430 470 525 405 470 510 525
0.148" x 3.0" 4 305 350 385 490 455 520 545 545 495 545 545 545
0.131" x 2.5" 6 485 555 605 750 565 650 705 750 610 700 750 750
0.148" x 3.0" 6 460 530 575 735 680 785 805 805 740 805 805 805
0.131" x 2.5" 8 645 740 805 940 750 865 940 940 815 935 940 940
0.148" x 3.0" 8 615 705 765 980 910 1010 1010 1010 985 1010 1010 1010
0.131" x 2.5" 10 805 925 985 985 940 985 985 985 985 985 985 985
0.148" x 3.0" 10 765 880 955 1130 1130 1130 1130 1130 1130 1130 1130 1130

Notes:
1  Allowable Load Capacities are based on the Tabulated Species and Load Duration Factor.
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